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 Part
Number

CID1 CID2 CIID1 CIID2 CIIID1 CIIID2 Voltage
Other

Approvals
Lens CCT Lumens Wattage LPW

Class I, Div 2 Fixtures

HBDGCMN A / B / C / D F / G • • 100-277 VAC Glass CW 17,500 172 102

HBDGCTN A / B / C / D F / G • • 347-480 VAC Glass CW 17,500 172 102

HBDGC4N A / B / C / D F / G • • 100-277 VAC Glass CW 14,500 161 90

HBDGC5N A / B / C / D F / G • • 347-480 VAC Glass CW 14,500 161 90

HBD2C4N A / B / C / D F / G • • 100-277 VAC Polycarbonate CW 12,000 153 78

HBD2C5N  A / B / C / D  F / G  • • 347-480 VAC Polycarbonate CW  12,000 153 78

HBF2C4N A / B / C / D E / F / G F / G • • 100-277 VAC Polycarbonate CW 12,000 153 78

HBF2C5N  A / B / C / D  E / F / G  F / G  • • 347-480 VAC Polycarbonate CW  12,000 153 78

HBD2C4M A / B / C / D F / G • • 100-277 VAC Polycarbonate CW 10,500 146 72

HBD2C5M  A / B / C / D  F / G  • • 347-480 VAC Polycarbonate CW  10,500 146 72

HBF2C4M A / B / C / D E / F / G F / G • • 100-277 VAC Polycarbonate CW 10,500 142 74

HBF2C5M  A / B / C / D  E / F / G  F / G  • • 347-480 VAC Polycarbonate CW  10,500 146 72

HBF3C4L A / B / C / D E / F / G F / G • • 100-277 VAC Polycarbonate CW 8,500 123 69

HBF3C5L  A / B / C / D  E / F / G  F / G  • • 347-480 VAC Polycarbonate CW  8,500 123 69

HBD3C4L A / B / C / D F / G • • 100-277 VAC Polycarbonate CW 8,500 123 69

HBD3C5L A / B / C / D F / G • • 347-480 VAC Polycarbonate CW 8,500 123 69

Class I, Div 1 Fixtures

HBC9C3N C / D C / D E / F / G F / G 100-277 VAC Glass CW 11,000 162 68

HBC9C6N  C / D  C / D  E / F / G  F / G  347-480 VAC Glass CW  11,000 162 68

HBC9C3M C / D C / D E / F / G F / G 100-277 VAC Glass CW 9,500 142 67

HBC9C6M  C / D  C / D  E / F / G  F / G  347-480 VAC Glass CW  9,500 142 67

HBM9C3M C / D C / D E / F / G F / G 100-277 VAC
Paint
Spray
Booth 

Glass CW 9,500 142 67

HBM9C6M  C / D  C / D  E / F / G  F / G  347-480 VAC
Paint
Spray
Booth

Glass CW  9,500 142 67

HBP9C3M B/C/D E / F / G 100-277 VAC
Group B

Hydrogen
only 

Glass CW 9,500 142 67

HBP9C6M  B/C/D  E / F / G  347-480 VAC
Group B

Hydrogen
only

Glass CW  9,500 142 67

HBC8C3G C / D C / D E / F / G F / G 100-277 VAC Glass CW 5,500 137 40

HBC8C6G  C / D  C / D  E / F / G  F / G  347-480 VAC Glass CW  5,500 137 40

Models shown are cool white, for neutral white models replace the 5th character with an N HBDGCMN becomes HBDGNMN


