
SafeSite® Series LED High Bay
Mounting Options & Accessories
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Dialight reserves the right to make changes at any time in order to supply the best product possible. The most current version of this
document will always be available at: www.dialight.com/Assets/Brochures_And_Catalogs/Illumination/MDTFHZCHB001.pdf

Warranty Statement: EXCEPT FOR THE WARRANTY EXPRESSLY PROVIDED FOR [HEREIN/ABOVE/BELOW], DIALIGHT DISCLAIMS ANY AND ALL OTHER WARRANTIES, EXPRESS OR
PLIED, INCLUDING, WITHOUT LIMITATION, ANY WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, TITLE, AND NONINFRINGEMENT.

Part Number Description Kit Includes CID2 CID1

No Part Number
Pendant Mount 

(Conduit supplied by installer)
Conduit supplied by installer • •

HBXW1 Wall Mount 
Junction Box

Fixture Hanger Cover
Rigid Pipe Sweep

• •

HBXW2 Swivel Bracket and Cable Gland
Swivel Bracket

Bracket to fixture hardware Cable
Gland

•

HBXC1 Ceiling Mount 
Junction Box

Fixture Hanger Cover
3" Rigid Pipe 

• •

HBXCG Cable Gland Cable Gland •

HBXC1 - Ceiling Mount

HBXW1 - Wall Mount HBXW2 - Swivel Bracket and Cable Gland

HBXCG - Cable Gland


