LED Downlight
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Recessed type LED Gimbal spotlight with DIMENSION (mm/inch)
tiltable and rotatable head, function as
allrounder for retail lighting, display accent
lighting, and indoor metope washing, etc.
APPLICATIONS

B Retail

B Display areas

FEATURES

m Original CREE COB adopted M1

B Patented optical reflector system design -~ 01425.6"
@154/6.1"

131/5.2"

B Flexible rotation and tiltable mechanism
m Formidable color rendition,showing products or objects off to \ /
advantage

m 50% energy saving comparing to fitting with equivalent metal

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

halide lamp
~/+180

m Come with separate LED driver as standard.
CONSTRUCTION

m Die cast aluminum bezel with powder coated finish

B Aluminum heat sink, oxidized and painted in black or silvery

B Spun and anodized high purity aluminum reflector

6800

8500 e

B Heavy duty bearable steel mounting clips.

AVERAGE BEAM ANGLE (50%) :24.2 DEG
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o Power Luminous Beam Cutout
Model Finish  Input Voltage LED Type Consumption CCT CRI B Angle Siza
BCL238/20W WH&BK AC 85-264V CREECOB 20W 3000K/4000K/5000K >80 1600Im 15°/24°/138°  @145mm
BCL238/30W WH&BK AC 85-264V CREE COB 30W 3000K/4000K/5000K >80 2400Im 15°/24°/38°  @145mm
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