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First Green Trading Ltd.

@ TEL : 020-82883701-6. 82605507

M TEL : 0574-62685827-9

15.50-0. 50

21.50-0. 50

P03-100 (Single conductor)

P03-200 (Dual conductor)

Test
Slot

FAX : 0574-62674299

Quick-Connect Lighting Connector

FAX: 020-82605504, 82689855 _E-Mail : first@firstgreen.com.c
E-Mail : nb@firstgreen.com.cn

For Single/ Dual conductor P03 series

E5CE

- Comply to IEC/EN 60998-1, 60998-2-2

- 1) Installation Side: Push Insertion/ Twist Release
- 2) Lighting Side: Press+Push Insertion/ Press Release

- Color: White / Grey / Black

‘or other colours upon request

Specification
Housing : Thermoplastic (T110°C) / 94V2 grade
Insert : Brass, Tin-plated/Stainless Steel Spring

Voltage / Ampere : 450V/ 24A

Cross Section - lighting side 0.5 - 2.5mm2 solid/ rigid/ flexible
- installation si 0.75 - 2.5mm2 solid/ rigid
-400C to 1000C

Temperature - working :

- short period 1400C
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9-10mm/ 0.37"

Product Code

PO3-__ 00/ IColour code:
0 - Black
8 - Grey

9 - White

1: Single conducml

2: Dual conductor

Installation
Side

Lighting
Side
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